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Commercial faucets



Suitable for: Suitable for:
<|3449260 |> W HITE SH OW ER H OSE ø 1/2"F F 950 m m <|2102965 |> COM PLETE SPOU T ASSEM BLY

max pressure10 bar - max temperature 70°C "New/F" single jet for shower heads produced since
  09/2010

    

DELABIE  433095  KLARCO  0P.P468.00.00

<|3359199 |> STEEL HOSE ø 1/2F F 126cm <|3759181 |> CER AM IC SCREW  R H ø 1/2" B ROACH ø 8x20
for shower units

    

KLARCO  0P.P003.00.00  KLARCO  0P.V040.00.00/S

<|3759217 |> PR E-W ASH KIT <|3759218 |> SIN G LE BASIN  PR E-W ASH  KIT ST YL
connection conical rise ø 1/2" x 80 mm connection ø 1/2"X h50 mm

 spout half tube ø 20 x 250 mm  valve "EUROP" ø 3/4" high capacity
 for PEDAL TAP  

    

KLARCO  3S.2040.S1.K33  KLARCO  2S.2006.03.K13

<|3759219 |> SIN G LE BASIN  PR E-W ASH  KIT ST YL <|3759220 |> SIN G LE HOLE PR E-W ASH KIT ST YL
connection ø 1/2"X h50 mm ceramic disc valves ø 1/2" 90°

 valve ø 3/4" high capacity  mixer basin connection ø 3/4"
 with tap at half spout ø 20 x 250 mm  power source nickel plate copper ø 1/2"
  with non-return valves

    

KLARCO  3S.2006.S1.K13  KLARCO  2S.2403.03.K49
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Suitable for: Suitable for:
<|3759221 |> SIN G LE HOLE PR E-W ASH KIT ST YL <|3759222 |> SIN G LE HOLE PR E-W ASH KIT ST YL

ceramic disc valves ø 1/2" 90° cartridge with ceramic discs ø 70 mm
 with tap at half spout ø 20 x 250 mm  gray clinic lever 220 mm
 mixer basin connection ø 3/4"  spout ø 25 x 275 mm
 Nickel-plated copper supply ø 1/2"  attacchi rame nichelato ø 1/2"
 with non return valves  basin connection ø 3/4"
  with non-return valves

    

KLARCO  3S.2403.S1.K49  KLARCO  2S.2914.03.72/C87

<|3759223 |> SIG LE H OLE "LCL" PR E-W ASH KIT ST YL <|3759224 |> SIG LE H OLE "LCL" PR E-W ASH KIT ST YL
single hole with lever connection ø 3/4"x h 50 mm single hole with lever connection ø 3/4"x h 50 mm

 cartridge with ceramic discs ø 47 mm high capacity  cartridge with ceramic discs ø 47 mm high capacity
 non-return valve  with tap at half spout ø 20 x 250 mm
 nickel plated copper connections ø 1/2"  with non-return valves
  nickel plated connections ø 1/2"

    

KLARCO  2S.2945.03.73  KLARCO  3E.2940.59.79 KLARCO  3S.2945.S1.73

<|3759225 |> TW O-HOLE SHOR T PRE-W ASH  KIT  ST YL <|3759226 |> TW O-HOLE SHOR T PRE-W ASH  KIT  ST YL
mixer basin connection ø 3/4" h 50 mm mixer basin connection ø 3/4" h 50 mm

 distance between holes 155 mm  distance between holes155 mm
 non-return valves  with tap at half spout ø 20 x 250 mm
  with non-return valves

    

KLARCO  2S.3007.03.K23  KLARCO  3S.3007.S1.K23

<|3759227 |> TW O-HOLE H IG H  KIT PR E W A SH  ST YL <|3759228 |> TW O-HOLE H IG H  PR E-W ASH K IT  ST YL
high mixer 100 mm slanted mixer 100 mm high inclined

 basin connection ø 3/4"  basin connection ø 3/4"
 distance between holes 155 mm  with tap at half spout ø 20 x 250 mm
 with non return-valves  distance between holes 155 mm
  with non-return valves

    

KLARCO  2S.3011.03.K13  KLARCO  3S.3011.S1.K13

<T1

Pre-rinse units
T1>



Suitable for: Suitable for:
<|3759229 |> TW O-HOLE H IG H  PR E-W ASH K IT  ST YL <|3759230 |> TW O-HOLE H IG H  PR E-W ASH K IT  ST YL

ceramic disc valves ø 3/4" 90° ceramic disc valves ø 3/4" 90°
 mixer 100 mm high inclined  mixer 100 mm high inclined
 basin connection ø 3/4"  basin connection ø 3/4"
 distance between holes 155 mm  distance between holes 155 mm
 with non-return valves  with non-return valves

    

KLARCO  2S.3037.03.K59  KLARCO  3E.3013.33.59 KLARCO  3S.3037.S1.K59

<|3759231 |> TW O-HOLE PR E-W ASH "M IX" KIT ST YL <|3759232 |> TW O-HOLE PR E-W ASH "M IX" KIT ST YL
with pre-wash unit h 80 mm with pre-wash unit h 150 mm

 cartridge with ceramic discs  cartridge with ceramic discs
 gray lever 220 mm  gray lever 300 mm
 cast spout 220 mm  cast spout 270 mm
 with non-return valves  with non-return valves
 connections ø 1/2" h 50 mm  connections ø 3/4" h 50 mm
 distance between holes 155 mm  distance between holes 155 mm

    

KLARCO  2S.3029.03.72/C49  KLARCO  2S.3023.03.71/C48

<|3759233 |> TW O-HOLE W ALL M OU NTED  PR E-W ASH KIT ST YL <|3759234 |> TW O-HOLE W ALL M OU NTED  PR E-W ASH KIT ST YL
non-return valves with tap at half pipe ø 25 x 250 mm

 attacchi ø 1/2"  non-return valves
 distance between holes 155 mm  attacchi ø 1/2"
  distance between holes 155 mm

    

KLARCO  2S.4051.03.K23  KLARCO  3S.4051.S1.K23

<|3759235 |> TW O-HOLE W ALL M OU NTED  PR E-W ASH KIT ST YL <|3759236 |> TW O-HOLE W ALL M OU NTED  SING LE LEVER  M IX ER
diverter headwork with ceramic discs 90° cartridge with ceramic discs

 spout "s" ø 20 x 250 mm  gray lever 220 mm
 with non-return valves  cast spout 220 mm
 connections ø 1/2"  retention valves
 distance between holes 155 mm  connections ø 1/2" h 50 mm
  distance between holes 155 mm

    

KLARCO  2S.4011.03.K13CS3  KLARCO  2S.4024.03.72/C49
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Suitable for: Suitable for:
<|3759237 |> TW O-HOLE PR E-W ASH "M IX" KIT ST YL <|3759268 |> PR E-W ASH KIT NEW  M OD EL

with pre-wash unit h 300 mm stainless steel tube graft - screw fixing
 cartridge with ceramic discs  
 gray lever 300 mm  
 cast spout 270 mm  
 with non-return valves  
 connections ø 1/2" h 80 mm  

    

KLARCO  2S.3034.03.71/C48  KLARCO  2S.0000.03.00

<|3759281 |> SHOW ER U NIT W ALL M O UN T STIL <|3759282 |> SIN G LE-HOLE LEVER ST YL W ITH  SHOW ER
O) L.115 (standard) spout 250 mm

  lever shower with hose 1000 mm
  mounting hole ø 35 mm

    

KLARCO  0P.P092.00.00  KLARCO  1S.2920.42.88/47B

<|3759106 |> SHOW ER ø 1/2" F OR  OVEN W A SH IN G  KIT <|3759168 |> CAR TRID GE ø 39.5x43 m m  PIN 10x10.4 m m

    

MONOLITH  00502000005  MONOLITH  00304000021

<|2102948 |> M ATIC SHOW ER GR OU P H 1050 <|2102949 |> M ATIC SHOW ER GR OU P H 1050 W ITH SPO UT
spout at half pipe ø 18x200 mm spout at half pipe ø 18x250 mm

 connection ø 3/4"  connection ø 3/4"
 flow rate 15 l/min at 3 bar  flow rate 15 l/min at 3 bar

    

R.D.FRIULI  00919120  R.D.FRIULI  00919125

<|2111836 |> CAR TRID GE ø 40 PIN 10x10.5 <|3259009 |> M IXER  FOR  SH OW ER  G RO UP
for lever model GOAL spout ø 22x250 mm

  flow rate 18 l/min. at 3 bar
  connection ø 1/2"
  mounting hole ø 32 mm

    

R.D.FRIULI  36100841  R.D.FRIULI  00123130+36103374
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Suitable for: Suitable for:
<|3359425 |> M IG NON  PR E-W ASHIN G KIT H600 W ITH  SPOU T <|3759113 |> SIN G LE-HOLE LEVER O PER ATED  M IXER

spout ø 18x300 mm with pre-washing set
 flow rate 18 L/min at 4 bar  spout ø 18x200 mm
 connection 3/4"  connection ø 1/2"
  mounting hole ø 32 mm
  flow rate 18 l/min 4 bar

    

R.D.FRIULI  00971030  R.D.FRIULI  00206113 R.D.FRIULI  00231013 R.D.FRIULI  00231013+00981125

 R.D.FRIULI  00981125

<|3759154 |> SHOW ER HEAD "SKY" ø 1/2" <|3759175 |> SHOW ER PRE-W ASHING  KIT  SKY H 1000

    

R.D.FRIULI  00981000  R.D.FRIULI  00981110

<|3759176 |> M IG NON  PR E-W ASHIN G KIT H600 <|3759177 |> M IG NON  PR E-W ASHIN G KIT H600 W ITH  SPOU T
flow rate 17 L/min at 3 bar spout ø 18x200 mm

 connection 3/4"  flow rate 17 L/min at 3 bar
  connection 3/4"

    

R.D.FRIULI  00971000  R.D.FRIULI  00971020

<|2102476 |> SIN G LE-HOLE M IXER  81401 <|3358023 |> F ILLIN G  SIN GL E TAP
ceramic disks screws swivel spout ø 20 mm

 spout ø 20x250 mm  capacity 38 L/min 3 bar
 flow rate 36 L/min at 3 bar  mounting hole 22 mm
 complete with hoses ø 1/8"-3/8"Fx350 mm  
 mounting hole ø 33 mm  

    

RIVER  81401  RIVER  83010/3
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Suitable for: Suitable for:
<|3358024 |> M IXER  W ATER  LOAD <|3358026 |> SPOU T "BAIN M AR IE" ADJU STABLE ø 20 m m

swivel spout ø 20 mm mounting hole 27 mm
 capacity 36 L / min 3 bar  washer ø 50 mm
 mounting hole 33 mm  

    

RIVER  81310/3  RIVER  80008/8

<|3759182 |> PR E-W ASH KIT COU NTER  "EU R OPA" <|3759183 |> PR E-W ASH KIT COU NTER  "EU R OPA"
fastening support on counter ø 3/4" with low power consumption shower 6 l/min 1÷8 bar

 connection ø 1/2"  fastening support on counter top ø 3/4"
 flow rate 16 L / min at 3 bar  connection ø 1/2"
 mounting hole ø 28 mm  capacity 16L/min a 3 bar
  mounting hole ø 28 mm

    

RIVER  80008 RIVER  80008/2  RIVER  80008/2/6 RIVER  80008/6

<|3759184 |> PR E-W ASH COU NTER  K IT  "EU R OPA" <|3759185 |> PR E-W ASH KIT COU NTER  "EU R OPA"
fastening support on counter ø 3/4" with low power consumption shower 6 l/min 1÷8 bar

 connection ø 1/2"  fastening support on counter top ø 3/4"
 half-tube spout ø 20 x 240 mm  connection ø 1/2"
 flow rate 16 L/min at 3  bar  canna a metà tubo ø 20 x 240 mm
 mounting hole ø 28 mm  capacity 16L/ min a 3 bar
  mounting hole ø 28 mm

    

RIVER  80009 RIVER  80009/2  RIVER  80009/2/6 RIVER  80009/6

<|3759186 |> SIN G LE HOLE PR E-W ASH "EUR OPA" KIT <|3759187 |> SIN G LE HOLE PR E-W ASH "EUR OPA" KIT
ceramic disc valves rotation 90° ceramic disc valves rotation 90°

 non-return valves  non-return valves
 capacity 16 L/ min a 3 bar  capacity 16 L/ min a 3 bar
 flexible metal hose ø 1/2" x 350 mm  half tube spout ø 20 x 240 mm
 mounting hole ø 33 mm  hoses ø 1/2" 350 mm
  mounting hole ø 33 mm

    

RIVER  81408  RIVER  81409
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Suitable for: Suitable for:
<|3759188 |> SIN G LE HOLE PR E-W ASH "EUR OPA" KIT <|3759189 |> SIN G LE HOLE PR E-W ASH "EUR OPA" KIT

ceramic disc valves rotation 90° ceramic disc valves rotation 90°
 with low power consumption shower 6 l/min 1÷8 bar  with low power consumption shower 6 l/min 1÷8 bar
 non-return valve  non-return valve
 capacity 16L/min a 3 bar  capacity 16L/min a 3 bar
 hoses ø 1/2" 350 mm  half tube spout ø 20 x 240 mm
 mounting hole ø 33 mm  hoses ø 1/2" 350 mm
  mounting hole ø 33 mm

    

RIVER  81408/6  RIVER  81409/6

<|3759190 |> TW O-HOLE PR E-W ASH KIT "EU R OPA " <|3759191 |> TW O-HOLE PR E-W ASH KIT "EU R OPA "
ceramic disc valves 90° rotation ceramic disc valves 90° rotation

 with non-return valves  with low power consumption shower 6 l/min 1÷8 bar
 capacity 16 L / min per 3 bar  non-return valves
 extension cable h 60 mm  capacity 16L/min a 3 bar
 distance between holes 155 mm  connections ø 1/2"
 connections d 1/2"  distance between holes 155 mm
 mountig hole ø 22 mm  mountig hole ø 22 mm

    

RIVER  82409/2  RIVER  82409/26

<|3759192 |> TW O-HOLE PR E-W ASH KIT "EU R OPA " <|3759193 |> TW O -HOLE W AL L M OU N TED PRE-W ASH  KIT  "EU R
ceramic disc valves 90° rotation ceramic disc valves 90° rotation

 with low power consumption shower 6 l/min 1÷8 bar  with low power consumption shower 6 l/min 1÷8 bar
 non-return valves  non-return valves
 capacity 16L/min a 3 bar  capacity 16L/min a 3 bar
 half tube spout ø 20 x 240 mm  connections ø 1/2
 connections d 1/2"  distance between holes 155 mm
 distance between holes 155 mm  mountig hole ø 22 mm
 mounting hole ø 22 mm  

    

RIVER  824010/6  RIVER  824011/6
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Suitable for: Suitable for:
<|3759194 |> TW O-HOLE W ITH PR E-W ASHING  K IT  "EU R OPA" <|3759195 |> TW O -HOLE W AL L M OU N TED PRE-W ASH  KIT  "EU R

connections ø 1/2" connections ø 1/2"
 ceramic disc valves revolution 90°  ceramic disc valves rotation 90°
 with low power consumption shower 6 L/min 1÷8 bar  with low power consumption shower 6 l/min 1÷8 bar
 spout at half pipe ø 20 x 240 mm  with non-return valves
 with non-return valves  half tube spout ø 20 x 240 mm
 capacity 16 L/min per 3 bar  capacity 16L / min per 3 bar
 distance between holes 155 mm  distance between holes 155 mm
 extension h 60 mm  mounting hole ø 22 mm
 mounting hole ø 22 mm  

    

RIVER  824010/26  RIVER  824011/26

<|3759196 |> PR E-W ASH" EU R OPA " SET SING LE LEVER <|3759197 |> PR E-W ASH" EU R OPA " SET SING LE LEVER
lever control with ceramic discs lever control with ceramic discs

 with low power consumption shower 6 l/min 1÷8 bar  with low power consumption shower 6 l/min 1÷8 bar
 non-return valve  non-return valve
 capacity 16L / min per 3 bar  capacity 16L/min per 3 bar
 hoses ø 1/2" 350 mm  with half tube spout ø 20 x 240 mm
 mounting hole ø 33 mm  hoses ø 1/2" 350 mm
  mounting hole ø 33 mm

    

RIVER  86708/6  RIVER  86709/6

<|3759199 |> PR E-W ASH" EU R OPA " SET SING LE LEVER <|3759200 |> PR E-W ASH" EU R OPA " SET SING LE LEVER
with low power consumption shower 6 l/min 1÷8 bar with low power consumption shower 6 l/min 1÷8 bar

 cartridge and ceramic disc valves  cartridge and ceramic disc valves
 supplying spout ø 20x240 mm  shockproof technopolymer handle
 with non-return valve  supply spout ø 20x300 mm
 complete with hoses ø 1/2"x 350 mm  with non-return valves
 mounting hole ø 33 mm  capacity 16L/ min
  complete with hoses ø 1/2"x 350 mm
  mounting hole ø 33 mm

    

RIVER  85508/6  RIVER  85608/6
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Suitable for: Suitable for:
<|3759201 |> PR E-W ASH "EU R OPA " W AL L M OU N TED SING LE LE <|3759202 |> PR E-W ASH "EU R OPA " W AL L M OU N TED SING LE LE

with low power consumption shower 6 l/min 1÷8 bar with low power consumption shower 6 l/min 1÷8 bar
 cartridge and ceramic disc valves  cartridge and ceramic disc valves
 connection ø 3/4"M  connection ø 3/4"M
 shockproof nondeformable handle  shockproof nondeformable handle
 supply spout ø 20x200 mm  supply spout ø 20x300 mm
 with non-return valves  with non-return valves
 shower capacity 16 L/ min a 3 bar  shower capacity 16 L/ min a 3 bar
 mixer capacity 26 Lt/min a 3 bar  mixer capacity 26 Lt/min a 3 bar
 distance between holes 130 ÷ 180 mm  distance between holes 130 ÷ 180 mm

    

RIVER  895011/6  RIVER  895011/26

<|3759203 |> SHOW ER PRE-W ASH " EU R OPE" KIT <|3759204 |> SHOW ER PRE-W ASH " EU R OPE" KIT
flowrate 16 L / min constant and powerful supply of 6 L / min

 built-in flow regulator  water saving of up to 600L/hour
 soft bumpers suitable for contact with food  built-in flow regulator
 patented model-deposited  shock absorbers suitable for contact with food
 connections ø 1/2"  patented model-deposited
 suitable for all kinds of prewash kits  connection ø 1/2"
  suitable for all kinds of prewash kits

    

RIVER  800/2014  RIVER  800/2014/6

<|3759205 |> SIN G LE HOLE M A XI PR E-W ASH "EU R OPA " KIT <|3759206 |> SIN G LE HOLE M A XI PR E-W ASH "EU R OPA " KIT
valves ø 1/2" with ceramic discs 90° valves ø 1/2" with ceramic discs 90°

 non-return valves  non-return valves
 shower capacity 16 L/ min a 3 bar  with low power consumption shower 6 l/min 1÷8 bar
 mounting hole 33mm  mounting hole 33mm

    

RIVER  87905  RIVER  87905/6

<|3759207 |> SIN G LE HOLE M A XI PR E-W ASH "EU R OPA " KIT <|3759208 |> SIN G LE HOLE M A XI PR E-W ASH "EU R OPA " KIT
valves ø 1/2" with ceramic discs 90° valves ø 1/2" with ceramic discs 90°

 non-return valves  non-return valves
 shower capacity 16 L/ min a 3 bar  with low power consumption shower 6 l/min 1÷8 bar
 tap capacity 45L/min a 3 bar  tap capacity 45L/min a 3 bar
 half tube spout ø 20 x 240 mm  half tube spout ø 20 x 240 mm
 mounting hole ø 33 mm  mounting hole ø 33 mm

    

RIVER  87906/1  RIVER  87906/16
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Suitable for: Suitable for:
<|3759209 |> PR E-W ASH SPECIA L SET SING LE LEVER <|3759210 |> PR E-W ASH SPECIA L SET SING LE LEVER

shower mod. "ACTIVE " shower mod. "EUROPA "
 cartridge with ceramic discs  cartridge with ceramic discs
 diverter headwork with ceramic discs 90°  diverter headwork with ceramic discs 90°
 half tube spout ø 20 x 240 mm  half tube spout ø 20 x 240 mm
 non-return valves  non-return valves
 mixer capacity 22 L/min per 3 bar  mixer capacity 22 L/min per 3 bar
 shower capacity 16 L/ min a 3 bar  shower capacity 16 L/ min a 3 bar
 mounting hole ø 33 mm  mounting hole ø 33 mm

    

RIVER  R1008/2  RIVER  R1008/35

<|3759211 |> PR E-W ASH SPECIA L SET SING LE LEVER <|3759212 |> SIN G LE HOLE SPECIAL PRE-W ASH  KIT
cartridge with ceramic discs shower mod. "EUROPA"

 deviator large screw with ceramic disc 90°  ceramic disc valves 90°
 flexible stainless steel coated 1100 mm  hal tube spout ø 20 x 240 mm
 non-return valves  non-return valves
 mixer capacity 22L/min a 3 bar  mixer capacity 22L / min per 3 bar
 shower EUROPA low consumption  shower capacity 16 L / min per 3 bar
 constant capacity 16 L/ min  mounting hole ø 33 mm
 mounting hole ø 33 mm  

    

RIVER  R1008/36  RIVER  R1022

<|3759213 |> SIN G LE HOLE SPECIAL PRE-W ASH  KIT <|3759214 |> SPECIAL P RE-W A SH  KIT  COU N TER "EUR OPA"
shower mod. "EUROPA" shower mod. "ACTIV 3"

 ceramic disc valves 90°  fastening support on counter top ø 50 mm
 hal tube spout ø 20 x 240 mm  connection ø 1/2"
 non-return valves  mounting hole ø 28 mm
 mixer capacity 22L / min per 3 bar  mounting hole ø 28 mm
 shower low consumption  
 constant capacity 6 L/ min  

    

RIVER  R1022/6  RIVER  R1020
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Suitable for: Suitable for:
<|3759215 |> SPECIAL P RE-W A SH  KIT  COU N TER "EUR OPA" <|3759216 |> SIN G LE HOLE SPECIAL PRE-W ASH  KIT

shower mod. "ACTIV 3" shower mod. "ACTIV 3"
 fastening support on counter top ø 50 mm  ceramic disc valves 90°
 connection ø 1/2"  hal tube spout ø 20 x 240 mm
 shower capacity 16L/min a 3 bar  flexible stainless steel coated 1100 mm
 ceramic disk valve 90°  non-return valves
 shower capacity 16 L/min per 3 bar  mixer capacity 22L / min per 3 bar
 tap capacity 32L/ min a 3 bar  shower capacity 16 L/ min a 3 bar
 mounting hole ø 28 mm  mounting hole ø 33 mm

    

RIVER  R1021  RIVER  R1024

<|3759259 |> PR E-W ASH "EU R OPA " SET SING LE LEVER <|3759260 |> PR E-W ASH" EU R OPA 8"  SET SING LE LEVER
cartridge and large screw with ceramic discs cartridge and control screw with ceramic discs

 supplying spout ø 20x250 mm  supplying spout ø 20x300 mm
 non-return valve  non-return valve
 shock absorbent lever 283 mm  shockproof lever 283 mm
 shower capacity 16L / min per 3 bar  shower capacity 16L / min per 3 bar
 complete with hoses ø 1/2"x 350 mm  complete with hoses ø 1/2"x 350 mm
 mounting hole ø 33 mm  

    

RIVER  85508  RIVER  85608

<|3759261 |> PR E-W ASH "EU R OPA " SET SING LE LEVER <|3759262 |> PR E-W ASH "EU R OPA " SET SING LE LEVER
cartridge with ceramic discs cartridge and control screw with ceramic discs

 non-return valve  supplying spout ø 20x240 mm
 shockproof lever 283 190 mm  non-return valve
 shower capacity 16L/min a 3 bar  shockproof lever 283 190 mm
 complete with hoses ø 1/2"x 350 mm  shower capacity 16L / min per 3 bar
  complete with hoses ø 1/2"x 350 mm

    

RIVER  86708  RIVER  86709
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Suitable for: Suitable for:
<|3759266 |> SIN G LE HOLE SPECIAL PRE-W ASH  KIT <| |>

shower mod. "ACTIV 3"
 single lever cartridge with ceramic discs  
 diverter headwork with ceramic discs  
 chrome-plated lever handle  
 supply spout ø 20x240 mm  
 with non-return valves  
 capacity 26 L/ min a 3 bar  
 mounting hole ø 33 mm  

    

RIVER  R1012  
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